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GNSS-alapú deformációs sebesség a Pannon-térségben

Összefoglalás
A Pannon-térség deformációs sebesség (strain rate) térképe a Nemzeti Kutatási, Fejlesztési és Innovációs Hivatal ál -

tal támogatott, a 2018-2.2.1-NKP-2018-00007 kutatási projekt keretében készült el 1:1 500 000 léptékben. A térkép
GNSS-adatok interpolációja alapján számolt deformációs sebességek irányát (rövidülés és megnyúlás tengelyek orien -
tá ció ja) és nagyságát (tengelyek nagysága és kontúrvonalak) ábrázolja. A deformációs sebességek kritikus bemenő para -
mé terek geodinamikai és szeizmotektonikai modellekhez, és nagyban elősegíthetik a Pannon-térség aktív deformációs
mecha nizmusainak megértését.
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Abstract
The GNSS-based strain rate map of the Pannonian region was constructed in the framework of the 2018-2.2.1-NKP-

2018-00007 project, supported by the National Research, Development and Innovation Fund, Hungary, with a scale of 
1:1 500 000. The map shows the direction (orientation of shortening and extension axes) and magnitude (magnitude of
the axes and contour lines) of strain rates calculated from the interpolation of GNSS data. The strain rate map provides
critical input parameters for geodynamic and seismotectonic models and allows for the understanding of active deforma -
tion processes in the Pannonian region.
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